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Declaration of Compliance  
 

 

Applicant: SolarEdge Technologies LTD 

1 HaMada Street 
4673335 Herzeliya 
Israel 

  

Product type: Backup Interface (BI) 

  

Model: BI-AU1P 

  

Rating: See page 2 

 

A representative test sample of above stated model passed the tests according 

to: 

Standard: IEC 62109-1:2010 
EN 62109-1:2010 

 

Report no: 21PP137-01 

Certificate no: 22-077-00 

Date of issue: 2022-03-01 

 

 

 

 

 

 

Michael Schugg 
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Annex to certificate No.: 22-077-00 
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Technical Data 

 

Rating: BI-NAUGN1P 

 AC from Grid 

Supported grid 1ph L-N-PE 

AC Current Input 100 A 

AC Voltage (Nominal) 230 Vac 

AC Output Voltage Range 184-264.5 Vac 

AC Frequency Range 50 ± 5 Hz 

Microgrid interconnection device rated current 100 A 

Grid Disconnection Switchover Time <3 s 

 AC TO LOADS 

Maximal AC Current Output 100 A 

AC Voltage (Nominal) 230 Vac 

AC Output Voltage Range 184-264.5 Vac 

AC Frequency Range 50 ± 5 Hz 

 GENERATOR INPUT 

Rated AC Power 18.000 W 

Maximum ContinuousOutput Current 75 A 

Generator 2-wire Start Switch Yes 

Generator production metering Yes 

Dry contact switch voltage rating 250/30 Vac/Vdc 

Dry contact switch current rating 5 A 
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