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具備 Modbus 連線功能的 

Delta 電網能量計 
SE-RGMTR-3D-208V-A 
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ANSI C12.20 

 Modbus  Delta  
SE-RGMTR-3D-208V-A 

 
(1)

 
 

(1)
  RMS (A)  (A X B) /  (C X D) 

SE-CTML-0350-070 70 10 x 10 / 25.4 x 39 

SE-ACT-0750-50 50 

20 x 20  / 61 x 60.4  SE-ACT-0750-100 100 

SE-ACT-0750-250 250 

SE-CTS-2000-1000 1000 50.8 x 50.8  / 121 x 127  

SE-CTB-4x4-1200 1200 102 x 102  / 158 x 168  

SE-CTB-4x4-2000 2000 102 x 102  / 158 x 168  

SE-CTB-4x4.5-3000 3000 114 x 102  / 171 x 168  

(1)  SolarEdge 

*  CT  2.4  

 

ACT CTS CTB CTML 

 

 

  

    

 

 SE-RGMTR-3D-208V-A 

 -  202-240 Vac 

 -  182-264 Vac 

(2)
 3  3  Delta  

 45-65 Hz 

 
1 - 1.5 ( )  

3 ( ) 
 

 RS485 3  (A B GND)  

(3)
 ≤1  

 ID (Modbus) 1  

 (@ 77°F/ 25°C, PF: 0.7-1)
(4)

 

1% - 100%  CT  ±1 % 

 

 UL 61010-1 CAN/CSA-C22.2 No. 61010-1-04 IEC 61010-1  

 EN 61326: 2002 EN 61000-4-2 EN 61000-4-3 EN 61000-4-4 EN 61000-4-5 EN61000-4-6 EN 61000-4-11  

EMC FCC Part 15 Class B EN 55022: 1994 Class B  

 

 ( x x ) 4.40 x 1.38 x 2.95 / 111.76 x 35.05 x 74.93 /  

 0.45 / 204.12 /  

(4)
 -40  +185 / -40  + 85 °F / °C 

 ( )  104°F  5%  90%  131°F  50% RH % 

 
IP20 -  

IP65 -  NEMA 3R  4  
 

 DIN   

  12 / 2.5 AWG/mm
2

 

 24 / 0.2  14 / 2 AWG/mm
2

 

 (CT)  24 / 0.2  14 / 2 AWG/mm
2

 

(2)  PE ( )  

(3)  RS485  

(4)  SE-ACTL-0750 CT  

CTB CT  10%  100% (±1.75%) 

CTML CT  1%  100% (±1.25%) 

SE-CTS CT  10%  100% (±1.25%) 
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